GOULD-BASS

A Total Concept Company

NET EIVISEON

Model Number 3553 3553A 3568 3568A
Part Number N520622001 N520629001 N520630001 N520631001
Head/Tailstock Opening 54" 100" 54" 100"
with Induction fixtures 42" 88" 42" 80"
Two Phase Multi-Mag 2 Directional 2 Directional N/A N/A
-- Contacts & 12" Coil Standard Standard
-- Induction Fixture Optional Optional
Max Magnetizing Current Conventional 4000 AC 4000 AC 5000 AC 5000 AC
5000 HWDC 5000 HWDC 5000 HWDC 5000 HWDC
5000 FWDC 5000 FWDC 6000 FWDC 6000 FWDC
Multi-Mag
4000 AC 4000 AC 5000 AC 5000 AC
5000 HWDC 5000 HWDC 5000 HWDC 5000 HWDC
6000 FWDC 6000 FWDC
Demagnetization Auto AC Auto AC AC/REV DC AC/REV DC
12" Rail Mounted Moveable Caoil Standard Standard Standard Standard
16", 20", 25", 30" Coil Sizes Optional Optional Optional Optional
Induction Fixtures Optional Optional Standard Standard
Infinitely Variable Current Control Two Two Three Three
Digital Ammeters with Hold Feature Two Two Three Three
Quick Break Standard Standard Standard Standard
Current Assurance Indicator Standard Standard Standard Standard
Motorized Tailstock N/A Optional N/A Optional
Hip/Push Bar for Mag Shot Standard Standard Standard Standard
Footswitch Headstock Activation Standard Standard Standard Standard
Stainless Steel Tank Standard Standard Standard Standard
Front/Rear Hardwood Grilles Standard Standard Standard Standard
Recirculation / Agitation System Standard Standard Standard Standard
Blacklight Hood with Fan & Light Console Optional Optional Optional Optional
Powered Conveyor Inspection Booth Optional Optional Optional Optional
Auto Flood / Auto Sequencing Optional Optional Optional Optional
Selectable Programs
Heavy Duty Head/Tail Stock with crank Standard Standard Standard Standard

Gould-Bass Company, Inc., 1431 W. Second St., Pomona, CA 91766 Phone (909) 623-6793 Fax (909) 629-1467




